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Concrete placement hose,
4 steel plies, 80 bars W.P.
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Application: Steel cord hose used for placement of concrete at
casting location; it is used at the end of the pumps to distribute the
concrete. The hose resists to suction during the cleaning process.
Usually supplied with swaged on ÒFull flowÓ hardened couplings. 

Temperature range: -40¡C (-40¡F) to +70¡C (+158¡F)

CONSTRUCTION 

Tube: black, smooth, NR/SBR rubber compound, withstands the abra-
sive action of the concrete.

Reinforcement: plies of steel wire cord.

Cover: black, smooth, (wrapped finish), NR/SBR rubber compound,
abrasion and weathering resistant.

Specifications: abrasion loss of tube rubber compound according to
DIN 53516: 50 +/- 5 mm 3.

Branding: continuous spiral red brand ÒIVG.. Shannon 80Ò.
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Abr Volga fra
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Heavy-duty materials 
suction and delivery hose 
with over cover UNI PN 10 couplings easy to assemble 
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Application: suction and delivery corrugated, hardwall hose, specially
designed to transfer a wide range of abrasive products mixed with water
or only dust  (sand, gravel, cement, seeds etc.).
It can be cut in lengths at the place of work and it has an easy coupling
system. 

Temperature range: - 30¡C (-22¡F) to +70¡C (+158¡F).

CONSTRUCTION 

Tube: black, smooth, NR/SBR rubber compounded for long wear resistan-
ce in handling hard, sharp, abrasive materials; it is antistatic.

Reinforcement: high strength synthetic cord plus embedded helix wire
and antistatic copper wire.

Cover: black, corrugated (wrapped finish) EPDM rubber compound,
weathering and ozone resistant.

Specifications: abrasion loss of tube rubber compound according to DIN
53516: 50 +/- 5 mm 3.

Branding: continuous spiral red brand ÒIVG...Abr...Ó
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mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch Bar

1332449 51 2 83 3-17/64 10 150 30 450 3.75 2.58 265 10 0.9
1318390 80 3-5/32 112 4-27/64 10 150 30 450 5.81 3.90 425 15.7 0.9
1322257 100 4 132 5-13/64 10 150 30 450 6.85 4.60 530 19.6 0.9
1320467 125 5 157 6-3/16 10 150 30 450 8.26 5.55 660 25.6 0.9
1320475 150 6 182 7-11/64 10 150 30 450 11.50 7.73 950 29.5 0.9
1324802 200 8 233 9-11/64 10 150 30 450 15.12 10.16 1750 68.9 0.9
1335138 250 10 287 11-19/64 10 150 30 450 20.46 13.75 2000 78.7 0.9
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CODE inside outside working burst pressure weight bending vacuum 
diameter diameter pressure (theoretical) (nominal) radius
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60 200 200 8
12 40 250 10
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max manufactured length up to I.D.



Abr Volga fra
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Couplings dimensions according to UNI 2277
PN 10 - DIN 2576.

Materiale: Aluminium Alloy.

Couplings with flanges for
Volga Fra hoses
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PN 10 – DIN 2576.
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Boring holes according to UNI 2277 PN 10 - DIN 2576.

Solid NR rubber gasket to be used for dry and wet
products (plaster or similar).

Standard Gasket for Volga
Fra hoses

mm inch mm mm mm Kg

4705084 51 2 165 125 5 4 18 0.20
4706584 65 2-9/16 185 145 5 4 18 0.20
4708084 80 3-1/8 200 160 5 4 18 0.20
4710084 100 4 220 180 5 8 18 0.30
4712584 125 5 250 210 5 8 18 0.30
4715084 150 6 285 240 5 8 22 0.30
4720084 200 8 340 295 5 8 22 0.30
4725084 250 10 395 350 5 12 22 0.30
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4205084 51 2 165 125 90 18 4 18 1.50
4206584 65 2-9/16 185 145 100 18 4 18 1.80
4208084 80 3-1/8 200 160 101 20 4 18 2.00
4210084 100 4 220 180 102 22 8 18 2.60
4212584 125 5 250 210 112 24 8 18 3.20
4215084 150 6 285 240 152 24 8 22 4.60
4220084 200 8 340 295 171 26 8 22 7.70
4225084 250 10 395 350 186 28 12 22 9.60
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