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Application: hardwall hose used for the suction and delivery
of petroleum products with aromatic content up to 30%.
Available at W.P. of 10 or 15 bar.

Temperature range: -20°C (-4°F) to +70°C (+158°F).

CONSTRUCTION

Tube: black, smooth, NBR rubber compound.

Reinforcement: high strength synthetic cord plus  embedded
steel helix wire and anti-static copper wire.

Cover: black, smooth (wrapped finish) CR rubber compound
resistant to weathering and oil.

Branding: continuous spiral red brand “IVG...Oil...”

Tank truck hose
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Also available:
Puertorico Super, 50% aromatic content.
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SUPER

15 BAR  

10 BAR

mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1124226 16 5/8 26 1-1/32 10 150 30 450 0.57 0.38 65 2.5 0.9
1344331 19 3/4 29 1-9/64 10 150 30 450 0.67 0.45 80 3.1 0.9
1287753 25 1 35 1-3/8 10 150 30 450 0.82 0.55 105 4.1 0.9
1323245 25 1 37 1-29/64 10 150 30 450 0.96 0.65 105 4.1 0.9
1344323 32 1-1/4 42 1-21/32 10 150 30 450 1.00 0.67 135 5.3 0.9
1344315 38 1-1/2 50 1-31/32 10 150 30 450 1.44 0.97 165 6.5 0.9
1274562 38 1-1/2 52 2-3/64 10 150 30 450 1.64 1.10 165 6.5 0.9
1337645 40 1-37/64 52 2-3/64 10 150 30 450 1.46 0.98 175 6.9 0.9
1286528 42 1-21/32 55 2-11/64 10 150 30 450 1.63 1.09 185 7.3 0.9
1344307 45 1-49/64 59 2-21/64 10 150 30 450 1.93 1.30 195 7.7 0.9
1344293 51 2 63 2-1/2 10 150 30 450 1.85 1.24 230 9.0 0.9
1348000 51 2 64 2-17/32 10 150 30 450 1.89 1.27 230 9.0 0.9
1324330 60 2-3/8 73.5 2-7/8 10 150 30 450 2.46 1.65 275 10.8 0.9
1307495 63.5 2-1/2 77 3-1/32 10 150 30 450 2.60 1.75 290 11.4 0.9
1275232 76 3 89.5 3-1/2 10 150 30 450 3.05 2.05 360 14.1 0.9
1344285 76 3 91 3-19/32 10 150 30 450 3.17 2.13 365 14.1 0.9
1403630 80 3-5/32 93 3-21/32 10 150 30 450 3.05 2.05 385 15.1 0.9
1291114 90 3-35/64 106 4-11/16 10 150 30 450 4.05 2.72 450 17.7 0.9
1348914 102 4 118 4-41/64 10 150 30 450 4.81 3.23 515 20.3 0.9
1323237 102 4 119 4-11/16 10 150 30 450 4.90 3.29 515 20.3 0.9
1326767 102 4 120 4-23/32 10 150 30 450 5.05 3.39 515 20.3 0.9
1341812 127 5 148 5-53/64 10 150 30 450 7.88 5.30 675 26.6 0.9
1283340 152 6 174 6-27/32 10 150 30 450 10.93 7.33 835 32.8 0.8
1330934 152 6 175 6-57/64 10 150 30 450 10.97 7.37 835 32.8 0.8

1314971 25 1 36 1-27/64 15 225 45 675 0.86 0.58 110 4.3 0.9
1295659 32 1-1/4 43 1-11/16 15 225 45 675 1.06 0.71 150 5.9 0.9
1335987 38 1-1/2 50 1-31/32 15 225 45 675 1.40 0.94 180 7.0 0.9
1295640 40 1-37/64 52 2-3/64 15 225 45 675 1.46 0.98 190 7.5 0.9
1366564 51 2 66 2-19/32 15 225 45 675 2.08 1.40 245 9.6 0.9
1360671 63.5 2-1/2 79 3-7/64 15 225 45 675 2.83 1.90 315 12.4 0.9
1350900 76 3 91.5 3-19/32 15 225 45 675 3.32 2.23 390 15.3 0.9
1353810 102 4 122 4-13/16 15 225 45 675 5.47 3.67 550 21.6 0.9
1291599 152 6 178 7 15 225 45 675 11.90 8.00 910 35.8 0.8

1380354 32 1-1/4 44 1-47/64 16 240 48 720 1.18 0.79 150 5.9 0.9
1375873 38 1-1/2 52 2-3/64 16 240 48 720 1.61 1.08 180 7.0 0.9
1371649 51 2 66 2-19/32 16 240 48 720 2.12 1.42 245 9.6 0.9
1374834 63.5 2-1/2 78.5 3-5/64 16 240 48 720 2.73 1.83 315 12.4 0.9
1371720 76 3 91.5 3-19/32 16 240 48 720 3.27 2.20 390 15.3 0.9
1371746 102 4 119 4-11/16 16 240 48 720 5.01 3.37 555 21.8 0.9
1391798 102 4 122 4-13/16 16 240 48 720 5.64 3.79 555 21.8 0.9
1391801 152 6 180 7-3/32 16 240 48 720 12.72 8.55 910 35.8 0.8
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CODE inside outside working burst pressure weight bending vacuum 
diameter diameter pressure (theoretical) (nominal) radius
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m ft mm inch
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Application: hardwall light weight, suction and discharge
hose, specially designed to convey oil with aromatic content
up to 30% in hydraulic systems. Excluding ester oil.
Available at W.P. 5 and 10 Bar

Temperature range: -20°C (-4°F) to +70 °C (+158°F).

CONSTRUCTION

Tube: black, smooth, NBR rubber compound

Reinforcement: high, strength, synthetic cord plus embed-
ded steel helix wire.

Cover: black, smooth, (wrapped finish) SBR rubber com-
pound, weathering  resistant.

Branding: continuous spiral red brand “IVG...Oil...”
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mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1191985 19 3/4 29 1-9/64 5 75 15 225 0.62 0.43 80 3.1 0.9
1294555 22 7/8 32 1-1/4 5 75 15 225 0.68 0.46 90 3.5 0.9
1136992 25 1 35 1-3/8 5 75 15 225 0.79 0.53 105 4.1 0.9
1191993 32 1-1/4 43 1-11/16 5 75 15 225 1.02 0.69 135 5.3 0.9
1162047 32 1-1/4 44 1-47/64 4 60 12 180 1.13 0.76 135 5.3 0.9
1103458 35 1-3/8 46 1-13/16 5 75 15 225 1.17 0.79 150 5.9 0.9
1113372 38 1-1/2 49 1-59/64 5 75 15 225 1.35 0.91 165 6.5 0.9
1103466 40 1-37/64 52 2-3/64 5 75 15 225 1.43 0.96 185 7.3 0.9
1218697 42 1-21/32 53 2-3/32 5 75 15 225 1.37 0.92 195 7.6 0.9
1308297 45 1-49/64 56 2-13/64 5 75 15 225 1.46 0.98 205 8.0 0.9
1142461 51 2 63 2-1/2 5 75 15 225 1.83 1.23 230 9.0 0.9
1344803 60 2-3/8 72 2-27/32 5 75 15 225 2.27 1.53 275 10.8 0.9
1188658 63.5 2-1/2 77 3-1/32 5 75 15 225 2.62 1.76 290 11.4 0.9
1384481 76 3 88 3-15/32 5 75 15 225 2.90 1.95 360 14.1 0.9
1161237 76 3 89 3-1/2 5 75 15 225 3.11 2.09 360 14.1 0.9
1024817 90 3-35/64 105 4-9/64 5 75 15 225 3.97 2.67 440 17.3 0.9
1024833 102 4 116 4-9/16 5 75 15 225 4.48 3.01 515 20.3 0.9

1268457 16 5/8 27 1-1/16 10 150 30 450 0.59 0.40 65 2.5 0.9
1210815 19 3/4 30 1-3/16 10 150 30 450 0.67 0.45 80 3.1 0.9
1089749 25 1 35 1-3/8 10 150 30 450 0.79 0.53 105 4.1 0.9
1096508 25 1 36 1-27/64 10 150 30 450 0.84 0.56 105 4.1 0.9
1073630 30 1-3/16 42 1-21/32 10 150 30 450 1.08 0.73 125 4.9 0.9
1086090 32 1-1/4 43 1-11/16 10 150 30 450 1.03 0.69 135 5.3 0.9
1244833 38 1-1/2 49.5 1-59/64 10 150 30 450 1.33 0.89 165 6.5 0.9
1085670 40 1-37/64 52 2-3/64 10 150 30 450 1.38 0.93 185 7.3 0.9
1307746 42 1-21/32 54 2-1/8 10 150 30 450 1.48 0.99 195 7.6 0.9
1351532 45 1-49/64 57 2-1/4 10 150 30 450 1.57 1.06 205 8.0 0.9
1307754 48 1-57/64 62 2-7/16 10 150 30 450 1.97 1.32 215 8.5 0.9
1259130 50 1-31/32 62 2-7/16 10 150 30 450 1.72 1.16 230 9.0 0.9
1086430 51 2 63 2-1/2 10 150 30 450 1.83 1.24 230 9.0 0.9
1333356 60 2-3/8 73 2-7/8 10 150 30 450 2.45 1.65 275 10.8 0.9
1087258 60 2-3/8 75 2-61/64 10 150 30 450 2.73 1.83 275 10.8 0.9
1215639 63.5 2-1/2 78 3-5/64 10 150 30 450 2.78 1.87 290 11.4 0.9
1293435 70 2-3/4 83 3-17/64 10 150 30 450 2.81 1.89 330 13.0 0.9
1269151 76 3 89 3-1/2 10 150 30 450 2.92 1.96 360 14.1 0.9
1096869 80 3-5/32 95 3-3/4 10 150 30 450 3.51 2.36 385 15.1 0.9
1264940 90 3-35/64 106 4-11/64 10 150 30 450 3.82 2.57 440 17.3 0.9
1295861 100 3-15/16 116 4-9/16 10 150 30 450 4.83 3.25 515 20.3 0.9
1377604 120 4-23/32 140 5-1/2 10 150 30 450 7.16 4.81 660 26.0 0.9
1379291 133 5-1/4 153 6-1/32 10 150 30 450 7.86 5.28 700 27.5 0.8
1279700 152 6 175 6-57/64 10 150 30 450 11.35 7.63 835 32.8 0.8
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Oil Sae/100/R4

����������: � !
������ ��
	����, ��� 
����� � �������	��
	
���	�� 
�������� (����
 #���	�� ���
�) � ���������
����
����
���.

��	
����
��: -40°� (-40°F) �� +100°�(+212°F) 

������
����

��
������� ����: �
�	��, �������, ��	�
���
���� �
��	���� ������
NBR1, �������� � �����.

����
�����: ��	�
���
���� 	������, 
��� �
�
�����		��
�
����
���	�� �����	�� 
��������.

��������: �
�	��, �������, ��	�
���
���� �
��	�, �������� �

����	�� �������� � �������	�� �
�
�����.

#
����������: � �����
������ � SAE J517 ��
 SAE 100R4

����������: 	

�
���	�� �
����� � �
�
�����		�� 	��
����
“IVG…SAE 100 R4/ ������� � ��� 
�����������”.

�
��� ��� 
����� �
���������� 	����

Application: hardwall hose for oil (except ester base) suction
and discharge, in hydraulic systems.

Temperature range: -40°C (-40°F) to +100°C (+212°F).

CONSTRUCTION

Tube: black, smooth, synthetic rubber compound, oil resi-
stant.

Reinforcement: high strength synthetic cord plus  embedded
steel  wire helix.

Cover: black, smooth, (wrapped finish) synthetic rubber, abra-
sion, weathering  resistant.

Specifications: according to SAE J517 type SAE 100 R4.

Branding: continuous spiral embossed marking “IVG...SAE
100 R4 / Quarter and year of manufacture”.

Hydraulic oil suction and
discharge hose

®

210

13
�

��
�
�
�
�

e
n
g
lis

h

1 0  ¥  2 0 0 3



O
il

Sa
e/

10
0/

R4

Oil

211

13

mm inch mm inch bar psi bar psi kg/m lbs/ft mm inch bar

1347225 19 3/4 30 1-3/16 21 315 83 1245 0.63 0.42 120 4.7 0.9
1190130 19 3/4 32 1-1/4 21 315 83 1245 0.81 0.54 125 4.9 0.9
1347217 25 1 36 1-27/64 17 255 69 1035 0.83 0.56 145 5.7 0.9
1190148 25 1 38 1-1/2 17 255 69 1035 0.96 0.64 150 5.9 0.9
1343386 32 1-1/4 43 1-11/16 14 210 55 825 1.01 0.68 195 7.6 0.9
1190156 32 1-1/4 45 1-49/64 14 210 55 825 1.22 0.82 200 7.8 0.9
1190164 38 1-1/2 52 2-3/64 10 150 41 615 1.55 1.04 250 9.8 0.9
1341367 50 1-31/32 62 2-7/16 7 105 28 420 1.67 1.12 300 11.8 0.9
1386964 51 2 63.5 2-1/2 7 105 28 420 1.85 1.26 300 11.8 0.9
1192027 51 2 65 2-9/16 7 105 28 420 1.95 1.31 305 12.0 0.9
1347179 60 2-3/8 72 2-27/32 4 60 17 255 2.13 1.43 335 13.1 0.9
1397869 63.5 2-1/2 76 3 4 60 17 255 2.40 1.61 350 13.7 0.9
1371940 63.5 2-1/2 76.5 3-1/32 4 60 17 255 2.45 1.65 355 13.9 0.9
1347160 70 2-3/4 82 3-15/64 4 60 15 225 2.67 1.79 405 15.9 0.9
1202715 76 3 90.5 3-35/64 4 60 15 225 3.20 2.15 455 17.9 0.9
1283553 102 4 116.5 4-9/16 2 30 10 150 4.46 3.00 610 24.0 0.9
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Available with cover according to MSHA.
Also available a lighter version.
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